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SPECIFICATIONS

Appearance: Viscous liquid 

Hue: White

Viscosity: 7500-8000 mPa•s at 23OC

Density: 1.52 ± 0,02 gr/cm3 

pH: 8-9

Surface drying: 30-45 min

Recoating time (*): 3-4 hr

Yield: 11-13m2/lt per layer

Dilution: 5-10% with water

(*) The exact time depends on the temperature and relative humidity of the 
environment during application and drying.

PRESTIGE ANTIMICROBIAL   EDITION

DESCRIPTION

CHARACTERISTICS

High quality emulsion paint with silver nanoparticles for interior building 
surfaces. It gives a smooth matt velvet finish of excellent aesthetic result. It is a 
nanotechnology product, suitable for indoor surfaces requiring aseptic-hygienic 
conditions such as hospitals, schools, gyms, children’s rooms, food warehouses, 
hotels, etc. It protects against the growth of bacteria and fungi in the film of 
paint, minimizing the possibility of an allergic reaction (hypoallergenic).

USES

LIMITATIONS

•High whiteness
•Durability to frequent washing 
•Antimicrobial - Hypoallergenic
•High spreading rate
•Easy to spread

Ideal for porous surfaces of:
•  Concrete
•  Gypsum board
•  Plaster
•  Bricks
•  Wood •Do not apply at temperatures below 5OC or above 35OC

•Do not apply when the air relative humidity is higher than 80%
•Wet surfaces should be allowed to dry thoroughly before application.

APPLICATION

•Apply PRESTIGE ANTIMICROBIAL on the surface in two layers
•The second layer must be applied after the first one has dried.
•To adjust the fluidity, it can be diluted by adding 5-10% water.

CLEANING OF TOOLS
While working, keep the tools “wet” in the container or in the paint bucket. 
Drain off the paint well from tools into the container and clean them with water.

STORAGE

One year in closed container, at temperatures between 5OC - 35OC.

V.O.C. VOLATIVE ORGANIC COMPOUNDS
Product of Category A / a (WB) “Interior matt walls and ceilings 
(Gloss<25@60O)”of European Directive 2004/42 / EC. Category VOC limit value: 
30gr/lt. The maximum VOC content of the ready-to-use product is 29gr/lt.

PREPARATION OF SUBSTRATE
•It is applied on dry, clean surfaces free of materials that prevent adhesion.
•Application’s success depends on the proper preparation of the surface and 
the correct application of the material.
•Prime surface with ACRYL BOND or with DESMO SEAL Waterbased. 


